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I c o n s  -  c a p t u r e

RBC

RBC

- low mechanical resistance

- low mechanical resistance

Technical properties:

- application: for electric  installation in houses, flush-mounting into
   walls made of non – inflammable materials.
- halogen free according to the Standard IEC 60754-2
- compression resistance: to 320 N. Installation temperature min – 15 °C/max + 90°C
- Classification: light-2232 according to the Standard EN 61386-1.
- Packed in coils, bound with plastic tape.
- Physical properties: material HDPE

Orange

Gray

RAL 33482

RAL 91022

320 N / 5 cm EN - orange PE
not self-snuffing -15 - + 90 °C A

320 N / 5 cm EN - gray PE
not self-snuffing -15 - + 90 °C A

conf. description
O... color: orange
...100... package: 100 m
...50... package: 50 m
...25... package: 25 m

conf. description
G... color: gray
...100... package: 100 m
...50... package: 50 m
...25... package: 25 m

EN

conf. mm mm m

RBC 16 G100 16 10,7 100

RBC 20 G100 20 14,1 100

RBC 25 G50 25 18,3 50

RBC 32 G50 32 24,3 50

RBC 40 G25 40 31,0 25

RBC 50 G50 50 39,6 50

EN

conf. mm mm m

RBC 16 O100 16 10,7 100

RBC 20 O100 20 14,1 100

RBC 25 O50 25 18,3 50

RBC 32 O50 32 24,3 50

RBC 40 O25 40 31,0 25

RBC 50 O50 50 39,6 50

materialtemperature resistance, scope of application (°C)

flammability class of construction material

mechanical resistance / load limit value (N) inside diameter (mm)

outside diameter (mm)color

package (m)
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